


MOTOR

Type Permanent Magnet Motor

Variable Speed 800rpm-3400rpm

IP Rating IPX5

Insulation Class Class B 130oC

Voltage 220V-240V

Frequency 50Hz-60Hz

MATERIALS

Pump Body ABS + 15% Glass Filled

Impeller PC + 20% Glass Filled

Motor Shaft SS316

O-Ring Nitrile

Barrel Unions PVC + 20% ABS

Seal Bellows Viton

Seal Stationary Face Polished Ceramic

Seal Rotating Face Carbon

Seal Spring SS316

MODEL:  NPVS150

Power Rating 220V-240V/50Hz-60Hz

Connection Size 1.5”-2”/40mm-50mm Pipe

Input Power (max) 1.3kW

Horsepower 1.5hp

Noise Levels 45dBA @ 1500rpm @ 1m

Max. Water Temp 45oC

Warranty 3 year limited*

TECHNICAL INFORMATION / PERFORMANCE DATA

PRODUCT DIMENSIONS

KEY FEATURES PRODUCT INFORMATION
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In accordance with AS 5102.1: 2019 & ISO 3743-1

Speed (RPM) 1600 2750 3400

Flow Rate (L/min) 122 212 263

Head (m) 2.76 8.22 12.72

Power (W) 183 676 1230

Sound Level (dBA) 58.5 71.5 77


